POWER FACTOR CONTROLLERS

RG Series
\F;SE:;;QSN&T;SI Phase Current (1) Active Power (P) Apparent Power (S)
Phase - Phase
Voltages (V| ) Cosg Reactive Power (Q)
Measured Parameters ( RG-T series)

Individual Harmonics Total Harmonic Distortion
for Voltage - up to 19th for Voltage (THD V %)
Individual Harmonics Total Harmonic Distortion
for Current - up to 19th for Current (THD | %)

Measured Parameters ( RG-B / RG-BS series )

3-Phase Currents (l) | Total Current (X1) | Total Active Power (2P) | Total Apparent Power (XS) | Total Reactive Power (2Q)

Active Energy - Import (kWh) | Active Energy - Export (kWh) | Reactive - Capacitive (kVArh L) | Reactive - Inductive (kVArh C)

Measured Parameters ( RG3-C /| RG-CS series )

Remote Monitoring & Controlling of Power Factor Controllers is done with MPR-SW software :
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247 DEVICES CAN BE CONNECTED SERIALLY BY USING REPEATERS

RS485/USB or ETHERNET

MAX. 1200 mt. MAX. 1200 mt. CONVERTER

A
N
A

>

[

b,

LR

1§

RG-8BS MPR-53S REPEATER MPR-63 RG3-12CS
#247 #246 RPT-1 #31 #1
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POWER FACTOR CONTROLLERS

RG Series
(new) (new)

MODELS RG-T | RG-B | RGBS | RG3-C | RG3-CS
SPECIFICATIONS

Electrical Parameters -

Operating Voltage (U,) 110 VAC* / 230 VAC 110%; 50/ 60 Hz

Operating Current 100 mA-55A

Capacitor Steps 6,8, 12 | 8 12

Single-phase 3-phase 3 CTs

1CT (3 phase / 4 wires)

Accuracy 1% +1 digit (V, |, cosg) ; 2% +1 digit (W, VAr, VA)

Current Transformer Ratio 5...10000 / 5A

Power Consumption < 3VA- 10 VA (Jotage Citei)

0,8 < Cosgp <1
(inductive)

Network Type

Cosy Setting 0,8 < Cosyp <1 (inductive / capacitive)

Dual Target Cosg
(for mains and generator)

Cl/k Setting 0,02-1,00 -
Automatic Energy Correction - @

Automatic Disconnection of

Damaged Capacitor Steps : ®

2-1.800 sec.

Jito Daty SUEWsRL 0ps (for switch on / off separately)

1-1.800 sec. (for switch on / off separately)

Discharge Time
(Reconnection Time)

Over Voltage Setting - 240-275VAC
Output Contact - 3A, 750 VA
Display Red LED, 14 mm Height (144x144 mm) / 10 mm Height (96x36 mm)

2-1.800 sec. 1-1.800 sec.

Harmonic Measurement - Up to 19th harmonic for current and voltage seperately

Programmable THD-
and THD-V Alarm

Programmable
Discharge Time
Programmable Over
Voltage Alarm
Automatic Power
Calculation

Programmable Energy Ratio Alarm
(InductivelActive) / (Capative/Active)

Energy Measurement =

Compensation of
Each Phase

Displaying Parameters
for Each Phase

Password Protection for Setup -
RS-485 Communication = ] - L ]

Alarm Contact Output
(Over Voltage, Harmonic)

Over Heat Protection -

c|Oo| @

Fan Contact Output -
Mechanical Parameters
Equipment Protection Double Insulation ( _jj ). Measurement Category 1l

Ambient Operating
Temperature

Ambient Humidity 95%
Degree of Protection IP40 (front panel)

-5°C, +55°C

Connection / Installation Terminal / Flush-mounting with rear terminals
Dimensions 144x144mm (PR16); 96x96mm (PR19)-only for 8 steps RG-8B/BS
Packing Weight 0,9 kg (PR16) ; 0,6 kg (PR19) - only for 8 steps RG-8B/BS

Quantity in 1 package 4 pcs (PR186) ; 12 pes (PR19) - only for 8 steps RG-8B/BS

* 110 V AC, 60Hz Supplied devices are custom manufactured by order

@ Standard
© Optional
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POWER FACTOR CONTROLLERS

RG Series
Connection Diagram
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Phase-Neutral Connection Phase-Neutral Connection**
RG-T
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Phase-Phase Connection )
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Connedbon disgrams are given for relotanca Plosse always check the lotest usor manual ghven with product of dowriload [rom www ontes com ir
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POWER FACTOR CONTROLLERS

RG Series
Sonnection Diagram Dimensions
L3
L2
L1 *
(- [1)-
%[] L%J kk 79 3
C1 Cg Y ] I‘
D
|21l22|23]24l25|26l27l28|29l30|31[32l33| = =]
O
Fan  Alarm -
Relay Relay 96
Generator TYPEFR1L
RS-485 Input
[7]8[9 10
GN 110-250 V AC
*(in RG-8BS)
Current Voltage
Aux|lsary Measurement Measurement
Supply Input Input
1 | 2
<[]
ko e |
L1 ad bR
184
¥* Current value of 3-Fuses, which are connected to protect the capacitors, is chosen 1 _ | 0TTm mm .] ';]
according to the nominal current value of capacitors.
RG8-BS qa
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RG3-12Cs
* ¥ Optional

iven with product of download from www. entes com i

o given lor relorence Please always chock Hho latest user manual given
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EPM-04 / EPM-06 / EVM-3x Series

-35

EVM

-240V AC/DC

* Class 0,5
* IP54
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* Dual Demand

* Class 0,5
* |P54
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EVM-35 -96

© Optional - Min. Order Quantity is 200pcs/device.
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Alarm Contact

TLLBLCLCT

2" Demand is in terms of seconds
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*Dual Demand: 1* Demand is in terms of minutes;
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EPM-06C

EPM-06-DIN

www.entes.com.tr i





